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K.P. Double-Layer Anti Spark Tube Characteristic:
◎Outside made of flame retardant plastic，wall thickness 1mm.
◎Inside made of new imported TPU raw material ，
  wall uniform and precise size，long working life.
◎High elasticity，small bending radius，easy assemble and cutting.
◎Working pressure 1.0MPa in 23℃，min burst pressure 3.5MPa in 23℃.
◎Operating temperature range -20℃~+80℃，
  recommended temperature range -10℃~+60℃.
◎Using imported weathering resistance masterbatch，long time not fade.
◎Anti-spark，UL-94 flame retardant rating V-0，
  rating V-1、rating V-2 can be customized.
◎Working medium: air, lube，working medium is water, it need to be customized.
Common Specification Sheet

O.D. (mm) I.D. (mm)Product Model Specifications
(mm) Size Tolerance Size Tolerance

Length
(M)

Min Bend 
Radius(mm)

DFRPUM0604 6*4 8 ±0.12 4 ±0.1 200 18
DFRPUM0805 8*5 10 ±0.12 5 ±0.1 100 25
DFRPUM1065 10*6.5 12 ±0.18 6.5 ±0.15 100 33
DFRPUM1208 12*8 14 ±0.18 8 ±0.15 100 43


